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Objec;ve:	
  remove	
  rBC-­‐containing	
  aerosols	
  from	
  mixed	
  aerosol	
  samples	
  to	
  
probe	
  aerosol	
  processes	
  and	
  isolate	
  op;cal	
  proper;es	
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Summary	
  of	
  progress:	
  Removal	
  of	
  rBC	
  from	
  externally	
  mixed	
  samples	
  allows	
  
process	
  studies	
  to	
  determine	
  the	
  effect	
  of	
  rBC-­‐containing	
  vs	
  non-­‐rBC-­‐
containing	
  par;cles	
  (e.g.	
  Levin	
  et	
  al.,	
  2014	
  for	
  Ice	
  Nuclea;ng	
  Par;cles)	
  and	
  
the	
  poten;al	
  for	
  future	
  physical	
  and	
  op;cal	
  studies/separa;on,	
  including	
  
isola;on	
  of	
  BrC	
  op;cal	
  property	
  studies	
  



•  AVG	
  Removal	
  Rates:	
  	
  
–  88.9	
  ±	
  18.6	
  %	
  (mass)	
  
–  87.3	
  ±	
  21.9	
  %	
  (#)	
  

•  Efficient	
  for	
  par;cles	
  >100	
  nm	
  


